COMHAIRLE CONTAE ÁTHA CLIATH THEAS
SOUTH DUBLIN COUNTY COUNCIL


MEETING OF LUCAN AREA COMMITTEE

Tuesday, January 28, 2014

QUESTION NO. 2

QUESTION: Councillor W. Lavelle
"To ask the Manager to present a report on recent changes to traffic lights at Newcastle Road and the N4 Newcastle Road interchange?"
REPLY:
The Newcastle Interchange consists of 2 linked signal controlled cross roads (north side and south side) which are in turn linked to a signal controlled T-junction at Hillcrest.

The interchange itself runs five distinct stages. Ignoring left slips and pedestrians movements the stages are;-
Stage 1 is straight ahead on the bridge on both the north and southern side

Stage 2 is straight ahead both directions on the south and ahead (into Lucan) and right (to the city) on the northern side.

Stage 3 is the west bound off ramp on the south and ahead (into Lucan) and right (to the city) on the northern side.

Stage 4 is the west bound off ramp on the south and ahead (into Lucan)

Stage 5 is the east bound off ramp on the north and ahead (into Newcastle) and right (to Leixlip) on the south.

Late in 2013 some alterations were made to these signals.

The changes were;- 

Stage 2 was increased

Stage 3 was decreased

Stage 4 was increased to adjust for stage 3.

The exit from Lucan onto the bridge runs in Stage 1 only and is demand dependent.

However traffic on the bridge awaiting the right-turn may be delayed by pedestrians crossing the city bound ramp. This occurs during stage 4.

ANPR cameras were installed on the Newcastle Road. These measure the journey times from the Pedestrian crossing at Adamstown to the entry onto the bridge. The journey times observed during the morning peak are less than those previously reported.
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