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Notes:
This drawing does not constitute a recommendation to
have an estate taken in charge.
This drawing refers to the taking into charge of the roads
and services as indicated in colour.
All sewers are 225mm dia. unless otherwise indicated.
Scaled dimensions not to be used.
Length of roads as on attached road schedule.
Boundary treatments to roads taken in charge i.e. walls
and/or railings are not included in, and are not part of
the taking in charge procedure.
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Type of Attenuation: Hydroflow Stormtech

Volume of Attenuation: 80m3

Note if a tank is being used for attenuation then as-constructed
details are required.

Type of flow control valve: Hydrobrake

Site flow restriction: 4.77 l/s

Type of petrol interceptor: Klargestor NSBP006

Maximum flow rate: 30 l/s

Type of grit trap: Sump at manhole SW6a.

Maximum flow rate:

Taking in Charge Note:

South Dublin County Council will maintain all roads, footpaths, public lighting and storm water
systems including SUDS related infrastructure as well as all trees, Class 1 open space grass areas
and playgrounds and furniture approved as part of the planning permission that meet our
requirements in terms of size, condition and location. Some of the above items may be excluded.
Only roads and services shown coloured on this map will be taken in charge.

South Dublin County Council will not maintain services deemed to be the responsibility of Uisce
Éireann and other utility providers. Allocated parking bays, ornamental planting schemes,
smaller grassed areas and verges and additional features not approved at the planning stage
unless otherwise agreed are the responsibility of the residents, residents association or
designated management company.
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